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START HERE ^^^^^^^^^^^^^^^^^m 

Thi s gui de provi des i nstructi ore to i nstal I the M odd PA101 

PhondinelOX USB Adapter, using Windows" 5 98. 

The foil owing six easy steps are provided in this guide for installing 

your PhonelinelOX USB Adapter: 

1 Veri f y P ackage Contents 

2. I retail the Model PA101 PhonelinelOX USB Adapter 

3. Connect theTd ephone Cab es 

4. I retail the Network Driver 

5. I nstal I the Fi rstGear Software 

6. Access the Network P rinter 

As a final step be sure to reg'ster your NETGEAR " product at the 
www.NETGEAR.com address. 



VE Rl FY PACKAGE CONTE NTS 

U npack the package contents and verify that you have the fol I owi ng: 
PhondinelOX USB Adapter 

Td ephone cab e ( 10ft) 

Resource CD 



I retaliation Guide 



Using the telephone cable provided in the NETGEAR package 
connect one end of the telephone cable to the port labeled 
" WALL" on the adapter and the other end of the cab e to an 
avai I ab e wal I j ack, as i 1 1 ustrated above 

Using the cade shipped with your telephone or modem connect 
that cab e to the port I abel ed " P HONE " on the adapter. 

For External Modem 

I f you are usi ng an external anal og modem to connect to the 
I nternet, refer to the fol I owi ng i 1 1 ustrati on that shows the connec- 
ti ore for the wall jack, PhonelinelOX USB Adapter, external 
modem and phone Note that the captions on the USB adapter, 
and modem d rect you to the outlets where you connect 
the cab es. 



External modem Phone 




Verify PC Requirements 

The instructions g'ven intbs guide are for using the PhonelinelOX 
USB Adapter in a PC that has Microsoft" Windows 98. 



I NSTAL L THE ADAPTE R 

To install the PhonelinelOX USB Adapter: 

1. I reert the PhondinelOX USB Adapter into the USB 
(universal serial bus) as shown in the illustration. 
Some PCs have two USB ports. The PhonelinelOX USB 
Adapter can be inserted into either port. 

2. Turn on power to the PC, if you have chosen to install the 
r with the power turned off. 



PhondinelOX 
USB Adapter 




For Internal Modem 

The illustration bdow depicts the configuration with an internal 
modem and shows a cl oseup of the connections for the wal I j ack, 
modem adapter, PhonelinelOX USB Adapter, and phone Note that 
the caption on the modem adapter and USB adapter d rect you to 
the outl ets where you connect the cab e from the wal I j ack and the 
cab e that connects to the phone 



PhondinelOX USB adapter 



PC with internal modem 




Note: For optimal performance the PhonelinelOX USB 
Adapter should be plugged directly into a wall jack, and the 
modem shoul d be b ugged d rectly i nto the USB adapter. 



CONNECTTHE TELEPHONE CABLES 



PA101 PhondinelOX Phoneline PC with PA101 PhondinelOX 

USB adapter behind the wall USB adapter installed 



Printer (optional) 




For Cable or ADSL Modem 

I f you are using a cade or ADSL modem to connect to the I nternet, 
refer to the fol I owi ng i 1 1 ustrati on that shows the connecti ore for 
the wall jack, Phondine 10X USB Adapter, and the cade/ADSL 
modem Note the captions on the USB adapter d rect you to the 
outl ets where you connect the cad es. 



Cable/ADSL 
modem 



pC¥ PA101 PhondinelOX USB adapter 



P hone I i ne behi nd the wal I 



RJ -11 
connectors 




PC with network 
card installed 



Td ephone 
(optional) 



*PC with FA310 Ethernet PCI card installed to interface 
with the Cable or ADSL modem 



INSTALL THE NETWORK DRIVER — 

Tds guide provides instructions for installing the Windows 
Network Driver. The steps g'ven are for users of Windows 98. 
However, because all versions of Windows 98 night not respond 
the same wi ndows that are dfferent from those shown i n these 
instructions rright open but prompt you for the same information, 
or windows rright open in a dfferent order than shown in these 
instructions. 

© Note: You must install the USB adapter before installing 

the network driver. You need to have the Windows 98 CD and 
the NETGEAR PhondinelOX Resource CD ready to use in 
the installation p 



I f you have not yet named your PC and your network, before you 
proceed with the installation steps, decide on a name for your 
network and for each PC. You will be using these names in the 
section, " I retail the Fi rstGear Software" 

© Note: If the Insert CD window opens and the" Please insert 
the CD I abd ed Wi ndows" message appears at any ti me duri ng 
the installation process insert the Windows CD and click 
OK. Then proceed with the fd I owi ng steps. 

To install the network driver: 

1 . Turn on the power to the computer to start Wi ndows 98, 
if you have chosen to i nstal I the adapter with the power 
turned off. 
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reert the NETGEAR PhondinelOX Resource CD. 
M ake sure the CD Rom drive check box is sd ected and 
click Next. 


r % 
%* 







Windows is now ready to load the drivers Click Next to start 
copyi ng the drivers 



CI i ck N ext to conti nue 








Click Firish. It may take several m'nutesfor the operating 
system to corrpl ete the dri ver i nstal I ati on. 



Sdect " Search for best driver for your device" . 
Click Next to continue 




CI i ck Yes to restart the computer. I f the System Setti ngs 
Change window does not open, restart your PC by using the 
Start menu; sdect Shut down, click Restart your computer, 
and then click Yes 
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I NSTALL THE Fl RSTGEAR SOFTWARE — 

After the system restarts, be sure that the NETGEAR 
PhonelinelOX Resource CD is inss-ted in your CD drive 

© Note: I f you have an Ethernet adapter i nstal I ed, you can use 
the adapter to share an I nternet connection. Connect the 
Ethernet adapter to a cade modern ADSL modem or 
router. However, if trie adapter is connected to an Ethernet 
network, instead of a modem or router, you will not be able 
to share files and printers between the Phoneline network 
and the Ethernet network. 

After the system restarts, be sure that the NETGEAR 
PhonelinelOX Resource CD is inserted in your CD drive 

To install the FirstGear software 

1. Once the system reboots, FirstGear Installation will launch 
automati cal I y. I f you wi sh to I aunch the i nstal I ati on manual I y, 
go to the Start menu and section Run. At the prompt, type 
the fol I owi ng: D:\setupexe ( " D: " represents the CD drive 
letter), and click OK to open the Wei come window. 

F i rstGear " software veri f i es that al I the necessary Wi ndows 
network servi ces are i nstal I ed. I f any of the servi ces are 
missing, FirstGear installsthem FirstGear also helps you to 
setup the network, share files, pri nters, and the I nternet. I f 
there are any servi ces to be installed, the following FirstGear 
Network Services I retailed window opens: 
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Click OK to restart your PC. 

When the P C restarts, the Wei come page opens. 



2. 




CI i ck N ext and f d I ow the step by step i nstr ucti ore presented 
onscreen. 



ACCE SS THE NETWORK PRI NTE R 

The fol lowing steps should be applied when you wish to share a 
pri nter attached to another P C. The other P C must al ready have a 
PhonelinelOX PCI and USB adapter installed and connected to 
the network. 

To install the network printer: 

1. For each P C that i s to make use of the shared pri nter, 

doubleclick on the NETGEAR Network Configuration icon 
on your desktop to open the Fi rstGear-l nstal I Network 
Printer window. 



= lrt 3™ 




Choose the P C that you set up earl i er to share pri nters. 

4. Select a network printer. 

5. Fd low the iretr ucti ore in the subsequent Windows screens. 
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TROUBLESHOOTING — 

PAlOl is not recognized by Windows 

1. M ake sure that the PAlOl i s d ugged securely i nto the USB 
port of the PC and the USB Power LED is ON. 

2. The PC must be running Windows 98 or Windows 2000. 

3. M ake sure that the USB ports and Plug & Play are enad ed 
in the BIOS. 

Link LED is not ON 

1. M ake sure that the tdephone cade is connected between the 
PAlOl "Wall" port and the telephone wall jack. 

2. M ake sure there is at least one other PC ON and connected 
to the network. 

Unable to see other computers in Network Neighborhood 

1. M ake sure that other P C's are ON and connected to 
the network. 

2. Makesurethat the" Link" LED is on all PhonelinelOX 
adapters (PCI or USB). 

3. M ake sure you have run F i rstGear on each P C. 

Unable to connect to the I nternet 

1. Make sure that P C, that is the I nternet Gateway, is ON . 

2. Make sure that the Modem is ON. 

3. Check to make sure your I nternet servi ce provi der i s 
not down. 

4. Make sure the FirstGear I nternet Sharing Software is installed 
on the PC wdch is to act as a gateway to the I nternet. 



TECHNICAL SPECIFICATIONS 
PHONE LI NE lOX USB ADAPTE R 
Standards Compatibility 

Corrpatidewith HPNA 1.0 and HPNA 2.0 
Supports M i crosoft Wi ndows 98 
PCI 2.2 Plug and Play corrpatide 

DC Operating Voltage 

+5V +/ - 5% @400 rrA maximum 

Physical Specifications 

Dimensions: 4.75 x 2.875 in. (12 x 7.1 cm) 
Weight: 0.22 lb (100 g) 

Environmental Specifications 

Operating temperature: 0° to 55° C 

Operating hum'dty 10% to 90% noncondensing 

Agency Compliance 

FCC, Part 15, Class B, Part 68 
I interface Options 

Dual RJ -11 connector for connecting tdephones and PCs 
LEDs 

1 green (ACT) Activity LED 

1 green LINK LED 

1 green USB Power LED 



Unable to see a network printer 

1. M ake sure the P ri nter, as well as the PC it is attached to is 
turned on. 

2 . M ake sure the pri nter i s desi gnated to be shared i n F i rstGear. 

3. M ake sure that the P C, attached to the pri nter, has a 
PhondinelOX PCI or USB e 

4. Make sure the link LED is on. 



Unable to access the printer over the network 

Note Sorre dder printers may require the printer drivers to be 
upgraded before the pri nter can be accessed over the network. 

1. U pgrade the pri nter drives by downloadng them from the 
manufacturer's web site 

2. Fol low the steps described in the section "Access the 
Network Printer." 

Unable to launch AOL from all the PCs on the network 

Note FirstGear will automatically launch AOL on the PC connect- 
ed di recti y to the I nternet through a modem Al I other P C's must 
launch a browser (Microsoft Explorer or Netscape Navigator) 
i retead of AOL, to access the I nternet through the AOL connection. 

1. Make sure the FirstGear I nternet Sharing software is 
installed on the PC wdch isto act as a gateway to 
the I nternet. 

2 . M ake sure al I other P Cs are on and connected to the network. 

3. Make sure the link LED is on. 

4. L aunch a browser from a P C other than the one desi gnated 
as the " I nternet gateway." Td s shoul d cause the " I nternet 
gateway" P C to connect to AOL . 

How can I change my I nternet sharing settings? 

1. Doudeclick on the FirstGear icon in the W ndows System 
Tray at the lower right hand corner. 




How can I change my Network settings? 

1. Doudeclick on the FirstGear Network configuration icon 
on the desktop. 



N ETG EAR 



NETGEAR, I no 
4401 Great America Parkway 
Santa Clara, CA 95054 USA 
Phone: 888-NETGEAR 
http://WWW. NETGEAR.com 



Support Information 

Phone: 

Australia: 1 800-142-046 
Austria: 00800-06384327 
France 0800-90-2078 
Germany 00800-06384327 
J apan: 0120-66-5402 
Holland: 00800-023-0981 



Korea: 0308-11-0319 

New Zealand: 0800-444-626 

Sweden: 020-79008 

Switzerland: 00800-06384327 

Urited Kingdom (44) 171-571-5120 

U.S. / Canada: 800-211-2069 



Internet /World Wide Web 

Go to http://www.NETGEAR.com for the NETGEAR Web page 

Defective or damaged merchandise can be returned to your point-of-sale representative For n 
technical specifications, refer to the NETGEAR Web site: http://www.NETGEAR.com' 



2 information about customer support and 



©2000 by NETGEAR, I nc. All rights reserved. 



NETGEAR " is a trademark of NETGEAR I nc. Other brand and product names are trademarks or regstered trademarks of their respective 
holders I nformation is subject to change without notice Al I rights reserved. 



Statement of Conditions 

I n the interest of improving internal design, operational function, and/or reliability NETGEAR reserves the right to make changes to the 
products described in this document without notice 



NETGEAR does not assume any liability that may a 
described herein. 



r due to the use or application of the product(s) or circuit layout(s) 



Federal Communications Commission (FCC) Compliance Notice: Radio Frequency Notice 

© Note: Modifications to this device change it from the orignal state it was in when tested and may alter the device so that it no 

longer complies with FCC testing limitations for Class B dig'tal devices. According to FCC regulations, the user could be 
prohi bi ted from operati ng thi s equi pment if it is modi f i ed. 

This device complies with Part 15 of theFCC Rules. Operation is subject to the fol I owing two conditions: 

1. This device may not cause harmful interference 

2. This device must accept any interference received, including i nterference that may cause undesired operation. 

© Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of 

the FCC Rules. These lirrits are designed to provide reasonable protection against harmful interference in a residential 
i nstal I ati on. Thi s equi pment generates, uses, and can radi ate radi o frequency energy and, i f not i nstal I ed and used i n accordance 
with the instructions, may cause harrrful i nterference to radio communications. However, there is no guarantee that interference 
will not occur ina particular installation. If this equipment does cause harmful i nterference to radio or television reception, 
whi ch can be deterrri ned by turni ng the equi pment off and on, the user i s encouraged to try to correct the i nterference by one or 
more of the fol I owi ng measures: 

• Reori ent or rd ocate the recei vi ng antenna. 

• I ncrease the separation between the equi pment and receiver. 

• Connect the equi pment i nto an outlet on a ci rcuit different from that to which the receiver is connected. 

• Consul t the deal er or an experi enced radi o/TV techni d an for hd p. 

This device complies with Part 68 of the FCC Rules. All direct connections to tdephone network lines must be made using 
standard plugs and jacks compliant with FCC Part 68. 




IMPORTANT! 

P I ease red ster online YOU MUST REGI STERTO OBTAI N TECHNI CAL SUPPORT. PLEASE RETAIN PROOF OF PURCHASE and tfis 
warranty information. To get product support, or to obtain product information and NETGEAR product documentation, direct your Web 
browser to the http://wwu\ANETGE AR.com Web page 

To red ster onl i ne, di rect your Web browser to the hltpc//iAAAAugearguy.conYpuiyregisti3tion Web page I f you do not have access to the 

World Wide Web, you can print a registration card and mail it to NETGEAR customer service The card is included on your Drivers and 

Di agnosti cs di sk as a Mi crosoft Word document f i I e cal I ed recpster.doc. Downl oad the f i I e, pri nt the form, and f i 1 1 in the i nformati on. 

Then mail the completed form to: 

NETGEAR, Inc. 

Ra Box 58185 

Santa Clara, CA 95052-9912 



